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ENGINE
Brand	 ISUZU
Model	 GH-6UZ1XKSS-01
Type	 4-stroke engine, water-cooled, 6 

cylinder-in-line common rail injection  
system, turbocharged with air-cooled  

intercooler, with tier 3 emission certi�cation.
Rating Power

Net (SAE J1349, ISO 9249)	  
328 hp (245 kW) @ 2000 rpm

Gross (ISO 14396)	  
362 hp (270 kW) @ 2000 rpm

Piston displacement	 9839 cc
Maximum torque
  Gross (ISO 14396) 
	 1005 lbf.ft (1363 Nm) @ 1500 rpm 
	 (without ventilator pump)
Bore and stroke	 4.7 x 5.7 in (120 x 145 mm)
Voltage	 24 V
Alternator 	 50 A
Starter engine 	 24 V 5,5 kW

ELECTRICAL SYSTEM
Engine control

1 - Quadrant type acceleration control
2 - �Touch idling / automatic deceleration / 

automatic idling shutdown system
3 - Emergency shutdown

Lights
	 1 -	 Work lights
		  Top	 24 V 70 W X 1
		  Boom	 24 V 70 W X 2
		  Cabin	 24 V 70 W X 2
	 2 -	 Operator�s 
		  cabin compartment	 24 V 10 W X 1
Battery	 2 X 12 V 128 Ah/5hr
Safety
  1 - Travel alarm
  2 - Double horn
Wiring	 Waterproof connectors

HYDRAULIC SYSTEM
Main pumps	 2 axial piston pumps with variable
	 �ow and adjustment system
1 - Max. oil �ow 
	 2 x 105.6 gpm (400 l/min) @ 2000 rpm
2 - Work circuit pressure
     Boom/Arm/Bucket	 4550 psi (31.4 MPa)
	 4975 psi (34.3 MPa) with Auto Power Up
     Swing circuit	 4260 psi (29.4 MPa)
     Travel circuit	 4975 psi (34.3 MPa)
Pilot pump	 1 gear pump
  1 - Max. oil �ow	 7.9 gpm (30 l/min)
  2 - Work circuit pressure	 566 psi (3.9 MPa)
Control valve	 With boom and arm retention 

 valve. One 4-spool valve with arm, boom and
 bucket acceleration and right track movement. 
 One 5-spool valve for the left track movement,

 auxiliary, oscillation, arm and boom acceleration.
Swing device

1 - Motor	 Axial piston motor  
and �xed displacement

2 - Brake	 SAHR type
3 - Final control	  Epicyclic gear reduction
4 - Rotating table bushing	 Ball type with 

internal gear
5 - Max. turning speed	 9,0 rpm
6 - Turn torque	 110.634 lbf.ft (150 kN.m)

Cylinder	 Qty	Diam.Bore	x	Diam.Rod	x	 Stroke
  Boom	 2	 6.7 in	 x	 4.5 in	 x	 5 ft 1 in
		  (170 mm)		  (115 mm)		 (1550 mm)
  Arm	 1	 7.8 in	 x	 5.5 in	 x	5 ft 11 in
		  (200 mm)		  (140 mm)		 (1820 mm)
  Bucket	 1	 6.5 in	 x	 4.5 in	 x	 4 ft 2 in
		  (165 mm)		  (115 mm)		 (1285 mm)

HYDRAULIC CONTROLS
Boom/arm/bucket/turn	 Pilot pressure control 

system (ISO standard control)
Travel	 Pilot pressure control system
Work mode selection

1 - Mode SP
2 - Mode H
3 - Mode Auto

Travel mode selection 	 (2 speeds)
Accessory dampening control
Hydraulic block	 (door block, left side tilt console)
Inverse rotation ventilator system

MONITORING SYSTEM
1 - Message screen (Warning. Situation, etc�)
2 - Work mode screen (SP, H, Auto)
3 - Machine condition (Power boost, etc�)
4 - Alarm and buzzer screen
5 - Water temperature
6 - Hydraulic oil temperature
7 - Fuel level
8 - Diagnose System
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Arm  8 ft 3 in (2,53 m) 10 ft 3 in (3,13 m)

A. Total length (without accessory)   21’ 1.7" (6445 mm) 21’ 1.7" (6445 mm)

B. Total length (with accessory) 39’ 8.7" (12110 mm) 39’ 8.7" (12110 mm)

C. Total height (with accessory)   11’ 11" (3650 mm) 12’ 2.4" (3720 mm)

D. Cab height  10’ 9.5" (3290 mm) 10’ 9.5" (3290 mm)

E. Upper structure total width (without bridge)   10’ (3060 mm) 10’ (3060 mm)

E. Upper structure total width (with bridge)  11’ 9.3" (3590 mm) 11’ 9.3" (3590 mm)

G. Rotation radius (back)  12’ 2.8" (3730 mm) 12’ 2.8" (3730 mm)

H. Clearance height under upper structure  4’ 4.3" (1330 mm) 4’ 4.3" (1330 mm)

I. Minimum ground clearance  1’ 8.5" (540 mm) 1’ 8.5" (540 mm)

J. Distance between shafts (from center to center of the wheels)  14’ 5.2" (4400 mm) 14’ 5.2" (4400 mm)

K. Crawler overall length   17’ 10" (5450 mm) 17’ 10" (5450 mm)

L. Track gauge 9’ (2750 mm) 9’ (2750 mm)

M. Undercarriage overall width (with 600 mm shoes)  10’ 11" (3350 mm) 10’ 11" (3350 mm)

N. Tracks height  4’ (1240 mm) 4’ (1240 mm)

PERFORMANCE INFORMATION

Level excavation with 8' 3" (2,53 m) arm Level excavation with 10' 3" (3,13 m) arm

Arm 8 ft 3 in (2,53 m) 10 ft 3 in (3,13 m)

A. Boom length  22� 10� (6980 mm) 22� 10� (6980 mm)

B. Bucket radius  6� 1.2� (1860 mm) 6� 1.2� (1860 mm)

C. Bucket rotation  176° 176°

D. Max. ground level reach  36� 0.6� (10990 mm) 37� 11� (11570 mm)

E. Max. reach  36� 10� (11230 mm) 38� 8.5� (11800 mm)

F. Max. excavation depth  22� 6.4� (6870 mm) 24� 4.1� (7470 mm)

G. Max. excavation height 35� 5.5� (10810 mm) 36� 6.1� (11130 mm)

H. Max. unload height  24� 4.1� (7420 mm) 25� 3.5� (7710 mm)
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DATOS DE DESEMPEÑO

Brazo 2,53 m Brazo 3,13 m

A. Longitud de la pluma 6980 mm 6980 mm

B. Radio del balde 1860 mm 1860 mm

C. Rotación del balde 176° 176°

D. Alcance mÆximo al nivel del suelo 10990 mm 11570 mm

E. Alcance mÆximo 11230 mm 11800 mm

F. Profundidad mÆx. de excavación 6870 mm 7470 mm

G. Altura mÆx. de excavación 10810 mm 11130 mm

H. Altura mÆx. de descarga 7420 mm 7710 mm

Excavación a nivel con el brazo de 2,53 m Excavación a nivel con el brazo de 3,13 m

CAPACIDADES DE SERVICIO Y ESPECIFICACIONES

Capacidades Especi�caciones
Sistema hidrÆulico  460 litros  ISO VG 46

Depósito hidrÆulico  230 litros  ISO VG 46

 Tanque de combustible  650 litros  (DiØsel)

 Sistema de enfriamiento 47 litros  Refrigerante 55%, Agua 45%

 Caja mando �nal (por lado)  15 litros  API GL-4 90

 Caja mando giro (por lado)  10,5 litros  API GL-5 90

 CÆrter del motor (con �ltro de aceite remoto)  36 litros  API CD SAE 10W-30








